
Range Extension 
Adapter For Dial 

Bore Gage Size No. 6
Extension required for setting gage to any size from 6 
inches thru 24.56 inches.

6 - 9 inch range* – requires “standard” range exten-
sion (as charted on dial bore gage box)
9 - 12.125 inch range* – Requires “standard” range 
extension plus two X2-86259 (C.P.E.) and one X2-86458 
(G.P.E.)
12.125 - 16 inch range – Requires “standard” range 
extension plus one X2-85868 (4 inch R.E.) plus two X2-
86260 (C.P.E.) and one X2-86458 (G.P.E.)
15.5 - 19.81 inch range – Requires “standard” range 
extension plus one X2-85868 (4 inch R.E.) plus two X2-
86260 (C.P.E.) and one X2-86458 (G.P.E.)
19.81 - 20.56 inch range – Same as 15.5 - 19.81 
inch range plus one X2-86458 (.750 inch R.E.)
19.5 - 23.81 inch range – Requires “standard” range 
extension plus one X2-85868 (4 inch R.E.) plus two X2-
86260 (C.P.E.) and one X2-86457 (G.P.E.)
23.81 - 24.56 inch range – Same as 19.5 - 23.81 
inch range plus one X2-86458 (.750 inch R.E)

* Everything required is supplied with each new gage

NOTE: R.E. = Range Extension
         C.P.E. = Centralizing Plunger Extension
         G.P.E. = Gaging Plunger Extension
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