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www.dorseymetrology.comLBBS SERIES - PRECISION SLIDE MECHANISM
LBBS series gages use a precision bushing slide mechanism for applications where retraction is required beyond the range of the indicator. The movement is light, 
sensitive, and accurate while free of any side play. Ideal for applications to bypass obstructions, inspect grooves, contours, recesses, or retraction over the major 
diameter of a reverse taper. Models are available in fixed or adjustable frame designs.

Patented precision bushing 
movement enclosed inside

1" standard gaging travel, 
up to 2" travel available 
upon request

Standard with part 
#2DM125-05 .0005" 
graduation dial indicator

Lightweight aircraft grade aluminum 
tubing. See page 69 for optional frame 
configurations used to clear obstructions

See page 73 for fixed SMF series 
companion setmasters or page 
72 for adjustable SMA series 
companion setmasters

Retraction handle

PART #

INCH METRIC (mm) STEEL PIN CARBIDE BALL STEEL SHOVEL CARBIDE SHOVEL CARBON FIBER

RANGE RANGE SP CB SS CS CF

LBBS-A-18 Up to 18 301 to 460 LBBS-A-18-SP LBBS-A-18-CB LBBS-A-18-SS LBBS-A-18-CS LBBS-A-18-XX-CF

LBBS-F-18 Up to 18 301 to 460 LBBS-F-18-SP LBBS-F-18-CB LBBS-F-18-SS LBBS-F-18-CS LBBS-F-18-XX-CF

LBBS-A-24 18 to 24 461 to 610 LBBS-A-24-SP LBBS-A-24-CB LBBS-A-24-SS LBBS-A-24-CS LBBS-A-24-XX-CF

LBBS-F-24 18 to 24 461 to 610 LBBS-F-24-SP LBBS-F-24-CB LBBS-F-24-SS LBBS-F-24-CS LBBS-F-24-XX-CF

LBBS-A-30 24 to 30 611 to 760 LBBS-A-30-SP LBBS-A-30-CB LBBS-A-30-SS LBBS-A-30-CS LBBS-A-30-XX-CF

LBBS-F-30 24 to 30 611 to 760 LBBS-F-30-SP LBBS-F-30-CB LBBS-F-30-SS LBBS-F-30-CS LBBS-F-30-XX-CF

LBBS-A-36 30 to 36 761 to 915 LBBS-A-36-SP LBBS-A-36-CB LBBS-A-36-SS LBBS-A-36-CS LBBS-A-36-XX-CF

LBBS-F-36 30 to 36 761 to 915 LBBS-F-36-SP LBBS-F-36-CB LBBS-F-36-SS LBBS-F-36-CS LBBS-F-36-XX-CF

LBBS-A-42 36 to 42 916 to 1070 LBBS-A-42-SP LBBS-A-42-CB LBBS-A-42-SS LBBS-A-42-CS LBBS-A-42-XX-CF

LBBS-F-42 36 to 42 916 to 1070 LBBS-F-42-SP LBBS-F-42-CB LBBS-F-42-SS LBBS-F-42-CS LBBS-F-42-XX-CF

LBBS-A-48 42 to 48 1071 to 1220 LBBS-A-48-SP LBBS-A-48-CB LBBS-A-48-SS LBBS-A-48-CS LBBS-A-48-XX-CF

LBBS-F-48 42 to 48 1071 to 1220 LBBS-F-48-SP LBBS-F-48-CB LBBS-F-48-SS LBBS-F-48-CS LBBS-F-48-XX-CF

LBBS-A-54 48 to 54 1221 to 1370 LBBS-A-54-SP LBBS-A-54-CB LBBS-A-54-SS LBBS-A-54-CS LBBS-A-54-XX-CF

LBBS-F-54 48 to 54 1221 to 1370 LBBS-F-54-SP LBBS-F-54-CB LBBS-F-54-SS LBBS-F-54-CS LBBS-F-54-XX-CF

LBBS-A-60 54 to 60 1371 to 1525 LBBS-A-60-SP LBBS-A-60-CB LBBS-A-60-SS LBBS-A-60-CS LBBS-A-60-XX-CF

LBBS-F-60 54 to 60 1371 to 1525 LBBS-F-60-SP LBBS-F-60-CB LBBS-F-60-SS LBBS-F-60-CS LBBS-F-60-XX-CF

Available in Carbon Fiber
Shown with optional carbon fiber


